
 

 

 

 

Physical Requirements:   

The physical demands described are representative of those that must be met by an employee to successfully perform 
the essential functions of this job. Reasonable accommodations may be made to enable individuals with disabilities to 
perform the essential functions. 

 Must be physically able to climb tank stairways, truck and rail ladders. 
 Ability and agility to safely climb on tanks and railcars. 
 The employee must be able to lift a maximum of 75 pounds. 
 Ability to do precision work requiring visual acuity, fine motor skills, and concentration. 
 Ability to perform physically demanding work involving walking, standing, bending, twisting, wrist turning, 

grasping, lifting, squatting, kneeling, reaching, or assuming awkward postures for 8+ hours. 
 Manual dexterity adequate to effectively use basic hand tools and equipment including, but not limited to, 

wrenches, screwdrivers, etc. 
 Ability to hear normal voice at 3 feet; warning signals/horns during plant operations; near/distant vision for 

driving and reading information to complete work assignments. 
 Must be able to differentiate color; must be able to smell liquefied petroleum gas (Odorant); safe handling of 

materials at extreme temperatures; exposure to high-pressure liquefied petroleum gas piping and process 
systems. 

 Specific vision abilities required by this job include close vision, distance vision, peripheral vision, depth 
perception and ability to adjust focus. 

 Moderate/severe exposure to uneven surfaces, noise, vibration, high-speed rotating machinery, and odorant 
inhalation. 

 
Working Environment:   
The work environment characteristics described are representative of those an employee encounters while performing 
the essential functions of this job. Reasonable accommodations may be made to enable individuals with disabilities to 
perform the essential functions. 
 
While performing the duties of this Job, the employee is: 

 Exposed to heat, cold, mud, wind, and humidity.   
 Regularly exposed to work in high, precarious places.  
 Regularly exposed to work near moving mechanical parts; fumes or airborne particles; toxic or caustic chemicals. 
 Regularly exposed to outdoor weather conditions; extreme cold; extreme heat. 
 Regularly exposed to moving mechanical parts, hand tools and small to medium-sized power tool use. 
 Regularly exposed to risk of electrical shock. 
 Regularly exposed to non-toxic propane fumes or airborne particles. 
 Regularly exposed to toxic or caustic chemicals. 
 The noise level in the work environment is usually moderate to high. 
 This position is required to be performed at the work site during regularly scheduled hours.  Physical presence at 

the work site is required.   
 
 
This job description is not intended to describe in detail the multitude of tasks that may be assigned, but rather to 
provide the incumbent with a general sense of the responsibilities and expectations of his/her position. It is not 
intended to be an exhaustive list of qualifications, skills, efforts, duties, responsibilities or working conditions associated 
with the position.  As the nature of business demands change so, too, may the essential functions of this position. 


